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Double Door Check Valve

175PSI

FIG-F0411-175

The extremely short face to face dimension and compact design of
this valve allow installation and service in tight spaces.

Spring assisted for better dynamic behaviour.

Soft seated for perfect tightness even at low differential pressure.

Flanges to ANS| B16. 1 Class125.

UL Listed.

175PS1.

-10°C to 82°C.

+ Spray-painted or Fusion Bonded Epoxy Coated Interior and Exterior

to AWWA C550 Standard.

Notes:

Design and material are subject to change without notice.

Component Material
Body Cast Iron ASTM A126 Class B
Stop Pin Stainless Steel AISI 416
Hinge Pin Stainless Steel AISI 416
Seat EPDM
Pin Retainer Stainless Steel AIS] 416
Gasket PTFE
Washer PTFE
Spacer PTFE
Disc Stainless Steel ASTM CF8
Spring Stainless Steel AISI 304
Lifting Hook Carbon Steel

{Not Shown, only for 87, 10"&12")

- 100mm/ 4" 150mm/8" 200mm/8”" 250mm/ 10" 300mm/12"
mim inch mm inch mm inch mm inch mm inch
A 93 3-11/16 105 4-1/8 121 4-3/4 154 6-1/16 187 7-3/8
B 172 6-3/4 220 B-11/16 280 1 340 13-3/8 410 16-1/8
c 136 5-3/8 178 7 230 9-1/16 285 11-1/4 338 13-5/16
Weight (kg) 8.4 13.5 23 42 68
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Double Door Check Valve
175PSI

FIG-F0411-175
@ OMLINE CERTIFICATIONS DIRECTORY

HMER. EX15264
Check Valves

Page Bottom

Check Valves

See General Information for Check Valves

WEFLO VALVE CO LTD EX15264
Intersection of Huadong Rd and Chunyang Rd

Qingdao National High—tech Industrial Development Zone

QINGDAO, SHANDONG 266111 CHINA

Swing type, Model F0411-175, 4, 6, 8, 10 and 12 size wafer style check values rated working pressure of 175 psig (1210
Kpa) vertical installation.

Model F0311-300, sizes 2, 2-1/2, 3, 4, 5, 6, 8, 10 and 12 in. (50.8, 63.5, 76.2, 101.6, 127, 139.7, 203.2, 254 and 304.8
mm), with rubber faced checks for working pressures not exceeding 300, 250 and 200 psig (2068, 1724 and 1379 Kpa).
Installation — horizontal or vertical.

Model F0322-300, sizes 2, 2-1/2, 3, 4, 5, 6, 8, 10 and 12 in. (63.5, 76.2, 101.6, 127, 139.7, 203.2, 254 and 304.8 mm),
with rubber faced checks for working pressures not exceeding 300, 250 and 200 psig (2068, 1724 and 1379 Kpa). Installation
— horizontal or vertical.

Model F0322-300, sizes 2, 2-1/2, 3, 4 in., threaded by grooved end configuration, with rubber faced checks for working
pressures not exceeding 300 psig, 250 and 200 (2068, 1724 and 1379 Kpa). Installation — horizontal or vertical.

WEFLD ~ Weilong

Trademark and/or Tradename:

Last Updated on 2016—09-14
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" 2016 UL LLC

The appearance of a company s name or product in this database does not in itself assure that products so identified have
been manufactured under UL’ s Follow-Up Service. Only those products bearing the UL Mark should be considered to be
Certified and covered under UL’ s Follow-Up Service. Always look for the Mark on the product.

UL permits the reproduction of the material contained in the Online Certifiecation Directory subject to the following
conditions: 1. The Guide Information, Assemblies, Constructions, Designs, Systems, and/or Certifications (files) must be
presented in their entirety and in a non—misleading manner, without any manipulation of the data (or drawings). 2. The
statement “Reprinted from the Online Certifications Directory with permission from UL” must appear adjacent to the

extracted material. In addition, the reprinted material must include a copyright notice in the following format: “© 2016
UL LLC”.
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