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FIRE HYDRANT
DRY-BARREL 250PSI

FIG - F0733-230

« Complies with AWWA C502,
= Seating type is resilient material to bronze seat construction.

# One pumper nozzle, 4.5-4NH thread. Two hose nozzle, 2.5-7.5NH

thread. Other threads are available.
» Multiple buried lengths available.
» 6"mechanical joint designed to ANSI/AWWA C153/A21.53.

« FM approved.

Part Name Material ASTM Spec.
Operating Nut Bronze ASTM B62
Hold Dawn Nut Bronze ASTM B62
O-Ring NBR Commercial
Bonnet Cast Iron A126 Class B
Bonnet Bolt & Nut Stainless Steel AlISI 201
Upper Rod Carbon Steel AISI 1045
Pumper Nozzle Bronze ASTM BB2
Pumper Nozzle Gasket NBR Commercial
Hose Nozzle Bronze ASTM B62
Hose Nozzle Gasket NBR Commercial
Pumper Nozzle Cap Cast Iron A126 Class B
Hose Nozzle Cap Cast Iron A126 Class B
Cap Chain Carbon Steel Plated
Standpipe Upper Cast Iron A126 Class B
Safety Coupling Stainless Steel A890
Safaty Flange Bolt & Nut Stainless Steel AlISI 201
Safety Flange Cast Iron A126 Class B
Lower Rod Carbon Steel AlS| 1045
Standpipe Lower Cast Iron A126 Class B
Stem Pin Stainless Steel AZ76
Drain Ring Housing Ductile Iron AS36 65-45-12
Drain Ring Bronze ASTM B62
Seat Ring Bronze ASTM B62
Bottom Plate Ductile Iron AS536 65-45-12
Disc Ring NBR Commercial
Bottorn Plate Nut Ductile Iron A536 65-45-12
Elbow Ductile Iron A536 65-45-12
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» |nternally and externally liguid epoxy painted.

Notes: Design and material are subject to change without notice.
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FIRE HYDRANT
DRY-BARREL 250PSI

FIG - F0733-230

IRECTORY

®

HBOR. EX15909

Hydrants
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Hydrants
See General Information for Hydrants
WEFLO VALVE CO LTD EX15909
Shandong, 45 Xinghe Road, Lancun Town
266232 Jimo City, CHINA
Base valve design:
House Outlet Pumper Outlet
Base {(No. of Outlets), (No. of Outlets), Rated Pressure,
Model Valve in. in. psig
Size, in.
F0733- 5-1/4 (2) 2-1/2 (1) 4, 4-1/2, 5 threaded or 5 250
250 nonthreaded

Model F0733-250 hydrant may be supplied with a 2-1/2 in. flanged monitor elbow.
Model F0733-250 is a “traffic type” when equipped with a breakaway traffic flange,

Wet-barrel design:

Hose Qutlet Pumper Qutlet
(No. of OQutlets) (No. of Outlets), Rated Pressure,
Model in. in. psig
F1311-250 (2) 2-1/2 (1) 4-1/2 threaded connection 200

Model F1311-250 hydrant may incorporate a 4 in. size monitor flange on the top of the hydrant.
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