E

VISION www.visionpiping.com

LISTED

APPROVED

Headquarter
No. 221 JinLan Rd.Jiading Industrial Park,
Jiading Shanghai 201807 P.R.China
Tel: +86-21-5954-6863
Fax: +86-21-5054-3888

NingBo VISION Piping CO.LTD.
No.11 XiaoRuanlia'ao XinQuan Village, XiaoGang Town, Beilun

NingBo, Zhejiang Province 315803 China
Tel: 0574-86156166 | Fax: 0574-86153616



SABA TAM
@ SANAT

VISION Lo (’ibu’;#&/{: | Fire Protection:International |

Grooved Piping System

Fire Protection System

Couplings | Fittings | Mechanical Tee | Accessories

Size: 1-12"/25-300mm

7 Rated pressure:300Psi/21Bar

I f:' Rigid system:Flexible system
— ! ANSI-BS:DIN-JIS

Protect Your Life and Property
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Grooved Couplings
All Standards

Rigid Coupling | Flexible Coupling | Split Flange Adaptor

sTYLE |DESCRIPTION __|size [ PAGE]
LIGID Rigid Coupling 27-8"(50-200mm) 14
001 Rigid Coupling 17-12"(25-300mm) 15
101 (Standard) Flexible Coupling 1”-12" (25-300mm) 16
101H(Heavy) Flexible Coupling 1"-12" (25-300mm) 17

020-ANSI Reducing Coupling  1%x1%-8x6 18
020-BS & DIN Reducing Coupling  1%x1%-8x6 19
007A1 Split Flange Adaptor 2”-8" (50-200mm) 20 W w W & S a b a t a m 3 c 0 m
007D2 Split Flange Adaptor 2”-8" (50-200mm) 21

[l More Grooved Couplings refer to “General Catalog”,or Cantact VISION

GENERAL NOTES

Working Pressure and End Load are total, from all internal and external
loads, based on the standard weight{ANSI) steel pipe, standard roll or
cut grooved in accordance with VISION specifications. For design instruction
of each size, please refer to page 13.

CAUTION : Site pressure test of pipeline should not exceed 1.5 times
maximumworking pressure. Maximum allowable pipe ends separation

and deflectionare based on standard roll grooves in each size .These

values are MAXIMUMS,standard cut groaved pipe will provide double
expansion/contraction or deflection capabilities of same size standard
roll groove pipe .For design and installation purposes these figures should
be reduced by the following factors to allow for pipe groove tolerances.
50% for 3” /80mm, 25% for 4”/100mm and larger.

VISION grooved piping system is the most versatile, economical, and reliable  VISION grooved coupling is suitable for wide fire
piping system available. It is up to three times faster to (nstall than welding, protections ,including sprinkler system, water
easier and more reliable than threading or flanging, resulting in lower total  supply and hydrant fire protection system ,foam
installed cost. The system is designed for roll grooved or cut grooved standard  system, and other systems. The selection of
pipe or roll grooved light wall pipe. coupling is depending on each project and application.

e . g : 3 We also can provide customized service.
VISION groove piping provides both rigid and flexible connections. We also.can provide ' R

Rigid Coupling - does not allow for movement, similar to a flanged or welded joint.
Flexible Coupling - allows for controlled linear and angular movement,
which accommodates pipeline deflection as well as expansion/contraction.

Total Piping Solution




Technology - Quality - Service VISION Grooved Couplings
Style LIGID | Rigid Coupling | 2"-8"

l Spigot and Socket Design
Il Unique Teech on Key Section
B “C"-Type Gasket

H EPDM Rubber
Bl Class 9.8 Bolts:
Il Epoxy Coating

Light Weight

EconomiceEasy of Installation

Style LIGID

Rigid Coupling Publication: 01.01EN

LIGID rigid coupling is designed for fire protection system with light weight and compact
structure. Unique teeth on key section can restrict the axial movement and spinning to
increase the rigidity of joint.

The unigue”C”-Type gasket design performs a triple seal, optimized design for gasket
structure extend service life of coupling.

mﬂm PmEEnd ..-
Pressure Se paration S|'e Wit. Ea

Inchs Inchs Psi Lbs. Inchs Inchs Inchs Inchs Inchs Inchs Lbs.
mm mm bar N mm mm | mm  mm mm mm ke
2 2375 300 1328 0.09 358 528 1239 059 a2 105
50 60.3 20.7 53208 1.24 91 134 48 it MI0x50 07
30D 3.000 300 2120 0.10 406 579 1.89 0.59 w2 2.0
B5 761 20.7 2410 2.64 103 | 147 48 H M10x55 05
> 3.500 300 2885 0.10 457 642 189 059 Faxd 2.2
&0 B89 e 12842 2.64 5 i sl | e 45 B M10x55 10
4 4500 300 4769 0.10 567 764 193 059 a2 ¥ 29

100 1143 207 21229 2.64 144 194 43 -l M10x0 1.3
5400  5.500 300 7124 0.11 677 9.06 1393 091 a3 40
125 1337 20.7 33713 2.89 1723230 | 43 23 MEX7S| 18
60D  6.500 300 9950 0.10 7.¥2 1016 193 091 ¥x3 4.8
150 165.1 20.7 44293 264 196, | 258, 49 23 MI2y75 22

8 8.625 300 17519 0.19 10.04 1293 240 126 3% 3.0
200 2193 207 78005 4.80 2550 B33 0 6% 33 M16x30 4.1

["] Style LIGID coupling provides a rigid joint allowing no expansion/contraction or
_liner movement. For pipeline Expansion/Contraction and Settlement refer to page 12.

[ Work pressure is UL listed and FM approved, End Load is based on wok pressure, refer
to page 11.

LI Max. Work pressure and Max. End Load refer to page 13,

[L12" and less, Style 001 Standard Rigid Coupling is recommended.

[ 110" and 12", Style 001 Standard Rigid Coupling is recommended.

[ | For correct installation, Please refer to page 91"General of Installation”and publication
AZ-100-EN of “Installation Manual”.

[ Tightening Torque for Bolts should follow the value listed in page 91“Torque of Coupling
Installation”.

[1There is a gap with 1.6-3.0mm between two bolt-pads in both sides after finishing installation,

_ butitshould be same.

[ For ONE TIME FIELD TEST ONLY, The Max. Joint working pressure may be increased to
1.5 times the figures shown.

§ Refer to page 6 for details

P www.sabatam.com
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Technology - Quality - Service VISION Grooved Couplings

| Style 001 | Rigid Coupling | 17-12” |

H 60° angdled pad Design
W “C’-shape Gasket

B EPDM Rubber

H Class 9.8 Boltss

B Epoxy Coating

Classical Design

Easy of Installatione

Style 001

Rigid Coupling Publication: 01.02EN

Style 001 rigid coupling has a 60° angled pad design which constricts the housing key into
the groove around circumference to create a rigid connection by permitting the housing
to slide on the opposed angle pad. housing key into the groove around circumference
to create a rigid connection by permitting the housing to slide on the opposed angle pad.

The unigue”C”-Type gasket design performs a triple seal, optimized design for gasket
structure extend service life of coupling.

ﬂ L -ﬂ
Size Pressure | Load |Separation Size Wt. Ea.

Inchs  Inchs Psi Lbs. Inchs  Inchs Inchs Inchs Inchs Inchs Lbs.
mm mim bar N mim mm  mm mm mm mm kg
1 1315 300 407 0.09 217 386 177 059  %x2 13
25 337 | 20 1845 2.20 55 98 45 15 | M10x50 | 0.6
14 1660 300 649 0.09 235 421 177 059 §A%) 1.3 || Style 001 coupling provides a rigid joint allowing no
32 424 || 207 2021 2.20 60 | 107 45 15 [Mmloxso | 05 expansion/contraction or liner movement. For pipeline
1% 18900 300 850 009 280 449 177 059 %2 15 E’z‘pa“ic'”f Contraction and Settlement refer to page
40 483 || 207 | 3791 2.20 7L | 127 s 15 M10x50 | 0.7 W T —
2 2375 300 1328 0.09 335 504 185 059 18 Load is based on wok pressure, refer to page 11.
50 603 207 5908 2.20 85 128 47 15 | mM10xS0 | 08 [] Max. Work pressure and Max. End Load refer to
2% 2875 300 1947 0.09 382 563 183 059 k2 24 page 13.
65 730 20,7 8659 2.20 g7 E1aa ag 15 | M10x50 | 14 [_| For correct installation, Please refer to page 91
300 3000 300 2120 011 394 579 189 059 k24 24 “General of Installation” and publication AZ-100-EN
65 1761 || 207 [oa10lll 270 ldooll1a7 lae || is | |[miokss | 13 of “Installation Manual”.
3 3500 300 2885 011 445 634 189 059 %% 26 [ Tightening Torque for Bolts should follow the vaiue
30 889 | 207 12843 270 113 | 161 | 48 15 | Mi0x55 | 12 Biteod inBaec 91 Toquue chogplmg Ins_tallatmn ;
["] Bolt-pads of the 2-pieces coupling housings must
4 4500 300 4763 0.19 563 768 203 053 24 3.5 touch opposed in both sides when installation is
100 1143 || 207  21228| 490 143 195 53 15 | MiOx60 1.6 completed. but it should be same.
5%0D 5500 300 @ 7124 019 669 906 2.09 091 %x3 51 || For ONE TIME FIELD TEST ONLY, The Max. Joint working
125 |1397 || 200 | 31713 470 170 | 230 53 23 Mi2wds | 23 pressure may be increased to 1.5 times the figures
5 5563 300 7288 019 677 906 2.03 091 %3 51 shown.
125 |[1a13 || 207  32443] @70 172 230 | 53 23 |mi2x75 | 23 LRC [fer o page TS fopdenls.
§ Refer to page & for details
640D 6500 300 9950 0.19 780 1020 2.05 091  ¥x3 57 s e
150 (1651 | 20.7 44293 470 198 259 52 | 23 MI12x75 26

6 6625 200 10336 019 787 1043 213 091 %3 50
150 1683 20.7 46027 470 200 | 265 | 54 23 M12%75 | 2.7
200A%: 2163 207 76024 2.90 253 23210 e 36 MZ0x110 4.6
8 8625 300 17519 0.23 1024 1394 232 142 Hxdle 10.4
200 2158.1 20.7 78005 590 260 354 55 36 M20x110 4.7
25044, 2674 207 116118 6.40 312 402 ‘B3 36 M20x120 59
10 10.750 300 27215 0.25 1240 1598 248 142 Yixd 3 132
250 2730 2007 121108 6.40 215 || 406 63 a6 MZ20x120| 6.0
300A%: 3185 207 164835 5.40 362 457 64 36 M20x120 0 7B
A 12.750 300 38283 0.25 1449 1819 2,52 142 x4 17.6
300 323.9 2007 1704375 6.40 368 462 64 36 M20x120 8.0

Q) www.sabatam.com
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Technology - Quality VISION Grooved Couplings

Style 101 | Flexible Coupling | 1”-12" |

M Flat-pad Design
M “C’-shape Gasket
B EPDM Rubber

H Class 9.8 Boltss

B Epoxy Coating

Real Flexibility

Expansion-Contraction-Deflection-Rotation

Style 101
Standard Flexible Coupling Publication: 01.03EN

Style 101 flexible coupling is designed with flat-pad to create a flexible connection in both
angular and axial direction by keeping a certain gap between housing key and pipe groove.

The unigue “C” shape gasket performs a triple sealing, Optimized design for gasket structure
to extend service life of coupling, It retains sealing even if the pipe moves as deflection
and rotation.

g i s i P s
Size Pressure | Load | Separation Suz (= Wt. Ea

Inchs  Inchs Psi Inchs Inchs Inchs Inchs Inchs Inchs Lbs.
mm mm bar N mm mm mm  mmmm mm ke
ak 1.315 300 407 0-0.09 217 338 177 059 Yind 11
25 237 207 1845 0224 |55 101 [as 15 | Mi0ws0. 05 [] Style 101 standard flexible coupling provides a
1% 1660 300 649 0009 252 437 177 059 % 13 flexible Joint for piping system 1o accommodate
32 424 207 2921 0-224 64 Tl g5 15 M10x50 | 0.5 p|pei_sne'expansmr"n;‘mntracho_n and settlement.
For pipeline Expansion/Contraction and Settlement
1% 1900 300 850 0009 276 4.61 177 059 % 15 refer to page 12.
40 483 207 3791 0-2.24 700 117 45 15 IMI0x50. . 0.7 [1 Work pressure is UL listed and FM approved, End
2 2375 300 1328  0-010 343 516 185 053 2 1.8 Load is based on wok pressure, refer to page 11.
50 603 | 207 | s5808 o284 | g7 13l 4y | 15 [mioxso | oE [] Max. Work pressure and Max. End Load refer to
2% 2875 300 1947 0-012 398 591 193 059 Yx2 2.2 page 13.
&5 79.0 507 8650 T ot lisg I 1 ibwee: 5@ [ For correct installation, Please refer to page 91

“General of Installation” and publication AZ-100-EN
3

of “Installation Manual”.
[ Tightening Torque for Bolts should follow the value

300 3.000 300 2120 0-0.a2 409 602 193 059 Y2l 24
63 78,1 207 9410 0-2.94 104 | E53 |49 15 M10x55 1.1

3 3.500 100 2885  0-012 465 650 193 052 a2y 26 listed in page 91“Torque of Coupling Installation”,
20 83,9 207 12842 0-314 118 165 | 49 15 WM18x55 | 12 [[1 Bolt-pads of the 2-pieces coupling housing must
4 4.500 300 4769  0-015 579 791 209 091 X3 432 metal to metal in both sides when installation is

100 1143 07 21229 O34 147 | 201 | 53 23 (M12x7s 18 completed.

[ For ONE TIME FIELD TEST ONLY, The Max. Joint
working pressure may be increased to 1.5 times
the figures shown.

540D 5500 300 7124 0-0.16 685 949 209 1126 3l 5.5
125 1397 0.7 31713 | 0-4.04 174 | 241 53 32 M16x30 = 2.5
5 5.563 300 7288 0-0.16 692 9357 209 126 Fex3le 8.9

3 7. 1413 207 32443 0-4.04 176 | 243 Yo 32 M1E6x30 2.5 LPC refer to page 13 for details.
§ Refer to page & for details
60D  6.500 300 9850 0-0.19 8.07 1067 209 1186 Y3l 6.4 % JIS Standard

150 1651 2007 442583 0-4.74 205 | 271 53 3z M16x30 28
& 6.625 300 10336 0-0.19 807 1126 209 126 3l 6.3
150 1683 207 48027 0-4.74 205 1286 | 53 32 MI6x90 | 31
200A% 2163 207 76024  0-4.50 ZaE) 3300 N3 36 Mz20x100 53
g 8.625 300 17519 0-0.12 10.35 1343 248 142 Yaxd 119
200 218.1 207 78005  0-4.80 263 B30 RES 36 M20x100 54
250A% 2674 2007 116118 0-4.90 170 BRON BES 36 M20x120 | 74
10 10750 300 27215 0-0.13 1256 1583 248 142 Hnd i 16.5
250 2720 20,7 121106 (0-4.80 319 402 | 63 36 M20x120 7.5
300A% 3185 0.7 164839 0-4.890 362 448 64 36 M20x120 115
12 12750 300 38283  0-0.19 1457 1791 252 142 Taxdk 26.2
300 32338 20:7 170475 0-4.90 370 455 64 360 M20x120 118

[0 More size refer to "General Catalog”.

) www.sabatam.com
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VISION Grooved Couplings
| Style 101H | Flexible Coupling

Technology - Quality - Service

I)?__12|II |

B Enhanced Flat=-pad Design
B “C’-shape Gasket

B EPDM Rubber
B Class 9.8 Boltss
B Epoxy Coating

Heavy Duty

More More Peliabity

Style 101H

Heavy Duty Flexible Coupling Publication: 01.04EN

Style 101H Flexible coupling is designed with enhanced flat-pad to create a flexible
connection in both angular and axial direction by keep a certain gap between housing key
and pipe groove.

The unique “C" shape gasket performs a triple sealing,Optimized design for gasket structure
to extend service life of coupling.the gakest retains sealing even if the pipe deflection
and rotation .

ﬂ- ity ----E
Size Pressure | Load | Separation Wt, Ea.

Inches Inches: Psi Lbs. Inches  Inches Inches Inches Inches  Inches
mm mim bar N mim mm  mm mm | mm mm kg
1 1.315 300 407 0-0.09 217 388 177 071 Yon2 1.5 i . .
25 | 337 | 207 | 1845  0-224 55 101 | 45 | 18 | wmioxs50 [ 0.7 0 Stf:rle_i?l}i—[ ‘he‘%“'\" duty flexible coupling provéldes
1% 1660 300 649 0009 260 445 177 071 x4 18 SUSRDIRSCITIOP pipIng Sysiei Lo scetinintinte
- - pipeline expansion/contraction and settlement.
Sl 2 Sl 2321 0:2.24 R e bl S d el ESbh For pipeline Expansion/Contraction and Settlement
1% 1900 300 850  0-0.10 291 469 177 071 W2k 2.0 refer to page 12 .
40 483 207 3751 0-2.44 74 119 45 18 M12x60 | 0.9 [] Work pressure is UL listed and FM approved, End
2 2375 300 1328  0-0.10 350 555 185 071 ¥x2% 26 Load is based on work pressure, refer to page 11.
4] 5O 0T opa 0-2.64 an 141 47 18 M12x60 1% [ Max. Work pressure and Max. End Load refer to
2% 2875 300 1947  0-0.12 394 579 193 031 %3 33 page 13. .
- , [[] For dry system and pre-action system,G04 gasket
65 73.0 207 | 8653 0-2.94 | 100 147 49 23 | M12x75 | 1.5 ; :
is recommended to use, for details please refer
30D  3.000 300 2120 0-0.12 417 6326 193 081 %3 3.3 to page 9
65 76.1 2007 9410 . 0-2.94 | 106 159 @ 48 23 M2x75s 0 15 [] For correct installation, Please refer to page 91
3 3.500 300 2885 0-0.12 4.72 685 193 091 ¥x3 3.7 “General of Installation” and publication AZ-100-EN
80 88.9 207 12842 D284 120 174 49 23 | MI2x7S | 17 of “Installation Manual”.
4 4.500 300 4769 0-0.14 501 ) 201 126 %xiM 57 [] Tightening Torque for Bolts should follow the value
. s “ ; . w
100 (1343 za7 21229 [To3sa [asollz1s [s1 [ 30 | Imiexsnl[ 36 listed in page 51" Torque of Coupling Installation®.
Sl s I e S el e ey e i g [] Bolt-pads of the 2-pieces coupling housing must
= - — = = - z 2 - metal to metal in both sides when installation is
125 (1357 | 207 | 3178 | o404 | 178 253 | 51 36 M20x100 | 3.8 completed.
5 5563 300 7288  0-0.16 7.09 10.04 2.01 142  ¥%xd 8.6 [ ] For ONE TIME FIELD TEST ONLY, The Max. Joint
125 (1413 207 | 32443 0-4.04 1807|205 || 50 36 M20x100| 39 working pressure may be increased to 1.5 times
640D 6500 300 9950  0-0.19  Bi1 111 201 142  Y%xd 9.7 the figures shown.
150 (1851 | 207 | 44793 | 0-474 [ 206 282 | 51 | 36 M20xi00| 44 e 56 B 5 o el
6 6.625 300 10336 0-0.19 8.19 1106 201 142 Faxd 10.1 § Refer to page 6 for details
150, 1683 207 46027 @ 0-474 | 208 281 51 36 M20x100 | 46
8 8625 300 17519 0-0.19 1059 1417 248 157 %x54 194
200 2191 @ 207 780054 0480 | 268 360 63 40 M22¥130 | 8.8
10 10.750 300 27215 0-0.19 1276 17.28 256 157 1x6 242
250 2730 | 207 121106 0490 | 34 439 &5 40 M24¥150 110
12 12750 300 38283 0-0.19 1488 1933 256 157 1x6 286
300 3239 207 170475 0480 378 491 65 40  M24x150 130

[0 More size refer to “General Catalog”.
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Technology - Quality . Service VISION Grooved Couplings

Style 020 ANSI | Reducing Coupling

B Flat-pad Design
B C-shape Gasket
B EPDM Rubber
H Class 9.8 Bolts

B Epoxy Coating

Economical

Instead of two couplings and one re

Style 020 ANSI

Reducing Coupling Publiction: 01.06EN

Style D20 Reducing Flexible Coupling is designed with flat-pad, to create flexibility of the
pipeline in both axial and angular direction, by keeping a certain gap between the housing
key and pipe groove.

Style 020 Reducing Flexible Coupling is an alternative and economic option to replace a
combination of two couplings and a concentric reducer.

The unique GO2 "C” shape gasket performs triple sealing functions with tested and proven
compression set and pocket volumetric, which maintains enough seal function when the
coupling is deflected.

Note: VISION Style 021 Transition Coupling adapt the pipe joint of imperial(U.5) and Metricpipe
and valves sizes with different standards.

I e e ) )
Pressure | Load | Separation Wt. Ea.

[ Style 020 reducing coupling provides a flexible

Inches Psi lbs.  inches lInches Inches lInches Inches | inches = Lbs. Joint for piping system to accommodate pipeline
mim bar N mim mm mm im mim M kg Expansion /Contraction. For Expansion /Contraction
13X1% 300 649 0010 276 421 177 053 32 15 and settlement, please refer to Page 12,
A83xaz4 | 207 2921 | o244 70 | 107 a5 15 [micxsol| 07 [ Work pressure is UL listed and FM approved, End
1% 300 549 0-0.10 335 484 185 059 32 50 - Load is based on wok pressure, refer to page 11.
s03xaz4 | 207 2921 o=zed | 85 |12z | a7 || 15 |mioxsu | Da (1] Max. Work pressure and Max. End Load refer to
2x1% 300 850 0010 335 484 185 059 32 20 paged3,

[ For dry system and pre-action system, Style 020

60.3x383 2007 | 3791 0264 85 123 | 47 15  M10x50 09 ; il
reducing coupling is not recommended to use, For
22 300 1328 0-012 382 5550 [ O3 | 09X M3 29 more details, please refer to page 7.
7305603 2007 5908 02394 37 146 49 23 Mizx?s. 13 [ 1 For correct installation, Please refer to page 91
it R0 I35 ISICEC 2 Bt IR L) S it il "General of Installation” and publication AZ-100-EN
88.9%60.3 | 2007 5908 0-3.14 113 | 162 49 23 [ Mi1xis! 16 of “Installation Manual”.
%2l 300 1947 0-012 445 638 193 091 Yax3 33 [ Tightening Torque for Bolts should follow the value
B3.9%73.0 20,7 | BG5S 0314 113 162 49 23 M12%75 15 listed in page 91" Torque of Coupling Installation”.
4x2 300 1328 0016 563 795 201 126 %3k 62 [_1 Bolt-pads of the 2-pieces coupling housing must
1143x60.3 | 207 5908 | o404 | 143 | 202 | 51 32 [Mi6x80 28 metal to metal in both sides when installation is
aAx2% 300 1947 0016 563 795 201 126 3% 55 ~ completed.
1143x73.0 207 8659 0404 143 | 202 | 51 32 | migxg0| 25 L For ONE TIME FIELD TEST ONLY, The Max. Joint
4x3 300 2885 0016 563 795 201 126  %3% 53 working pressure may be increased to 1.5 times
1143x88.9 207 12842 | 0-404 143 202 51 32 | M16x90 24 theguresshawn;
5x3 300 2885 0-0.16 6.73 9,45 2.01 142 x4 7.9 § Refer to page 6 for details
1413x88.9 207 12847 0-404 171 | 240 51 36  M20x100 | 36
Sxd 300 4769 0-016 672 945 201 1.42 Hxd 70
14131143 207 21228 0-4.04 171 | 240 51 36 M20x100 33
6x4 300 4769  0-0.16 7.87 1058 201 142 x4 23
168.3x1143 20.7 212249 0-4.04 200 269 51 36 M20x100 4.7
635 300 7288  0-0.16 7.87 1058 201 142 Txd 84
168.3%1413 207 32443 0:4.04 200 | 269 51 36 M2Ox100 3.8
26 300 10336 0-025 1020 1358 240 157 %Sk 15.0
219.1x1683 207 46027 0-630 259 345 61 40 M22x1300 63
P www.sabatam.com
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N VSO

Technology - Quality - Service

Style 020 BS & DIN

Reducing Coupling Publiction: 01.06EN
Style 020 Reducing Flexible Coupling is designed with flat-pad, to create flexibility of the
pipeline in both axial and angular direction, by keeping a certain gap between the housing
key and pipe groove.

Style 020 Reducing Flexible Coupling is an alternative and economic option to replace a
combination of two couplings and a concentric reducer.

The unique GO2 "C” shape gasket performs triple sealing functions with tested and proven
compression set and pocket volumetric, which maintains enough seal function when the
coupling is deflected.

Note: VISION Style 021 Transition Coupling adapt the pipe joint of imperial{U.S) and Metricpipe
and valves sizes with different standards.

“ Pipc by -'
Pressure | Load | Separation Size Wt. Ea.

Inches Psi Lbs. Inches  Inches Inches Inches Inches  Inches Lbs,
i bar N mrm mm  mm Mmoo mim il kg
30Dx2 300 1328 0-0.12 394 591 193 0581 ¥ax3 29
76.1x60.3 20,7 5908 | 0-294 100 1500 49 23 Miz2x7s 1.3
3x30D ED 2120 0-0.12 445 638 193 0391 Yaxd i
88.9x76.1 20.7 9410 0-3.14 113 162 45 23 M12x75 1.5
43300 300 2120 0-0.16 563 7495 201 126 a3l 55
114.3x76.1 20.7 9410 | 0-404 143 202 || 53 32 M16%90 2.5
5%0Dx3 300 2885 0-0.16 669 937 201 142 o 7.9
135.7x88.3 20.7 12842 0-4.04 170 238 51 36 M20x100 36
5%0Dx4 300 4769 0-0.18 669 937 201 142 Bl 7.0
139.7x114 3 207 21229 | 10-3.04 170 238 | 51 36 M20x100 32
6%0Dx4 300 4769 0-0.16 772 1051 201 142 Yok 9.0
165.1x114.3 20.7 21229 0-4.04 156 267 51 36 M20x100 4.1
62:0Dx5 k0D 300 7124 0-0.16 772 1051 201 142 Yawd 8.1
165.1x139.7 20.7 31713 0-4 196 267 51 36 M20x100 3.7
8x6 120D 200 9950 0-0.25 10.20 1358 240 157 w5 15.2
219:1x165.1 20.7 442932 0=6:30 259 345 61 40 | M2Zx130 6.8

&

ionpiping.com

VISION Grooved Couplings
| 020 BS & DIN | Reducing Coupling |

B Flat-pad Design
B C-shape Gasket
W EPDM Rubber
B Class 9.8 Bolt:
B Epoxy Coating

Economical

Instead of two couplings and one reducer

W ®Ce

1 style 020 reducing coupling provides a flexible
Joint for piping system to accommodate pipeline
Expansion /Contraction. For Expansion /Contraction
and settlement, please refer to Page 12.

_IWork pressure is UL listed and FM approved, End
Load is based on wok pressure, refer to page 11.

| Max. Work pressure and Max. End Load refer to
page 13.

| For dry system and pre-action system, Style 020
reducing coupling is not recommended to use, For

maore details, please refer to page 7.
| For carrect installation, Please refer to page 91
“General of Installation” and publication AZ-100-EN
of “Installation Manual”.

| Tightening Torgue for Bolts should follow the value
listed in page 91"Torque of Coupling Installation”.

| Bolt-pads of the 2-pieces coupling housing must
metal to metal in both sides when installation is
completed.

_| For ONE TIME FIELD TEST ONLY, The Max. Joint
working pressure may be increased to 1.5 times
the figures shown.

| Some BS & DIN Sizes are the same as ANSI Standard,
please refer to page 18.

§ Refer to page & for details

www.sabatam.com
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Grooved Fittings

Short Pattern & Standard

Elbow | Tee | End Cap | Reducer | Nipple

sTvLE [DEscripmon sz |PAGE]
002 Short Pattern 90°Flbow 2"-8"(50-200mm) 25
004 Short Pattern Equal Tee 2"-8"(50-200mm) 25
010 Short Pattern Cross 2”-8"(50-200mm) 25
002L 90°Elbow 1%7-12(32-300mm) 26
004L EgualTee 1%"-12(32-300mm) 26
010L Cross 1%"-12(32-300mm) 26
003 45° Elbow 114"-12(32-300mm) 27
0031 22.5°Elbow 1%"-12(32-300mm) 27
0032 11.25° Elbow 1%"-12(32-300mm) 27
005 EndCap 1%"-12(32-300mm) 28
005WH End Cap With Hole 2"-12"(50-300mm) 28
002D 90°Drain Elbow 2"-8"(50-200mm) 29
006RT End of Run Elbow 1haxt"-2x1” 29
040  StandpipeTee AxAX2Y5"-6x6x3" 29 www.sabatam.com
008 Concentric Reducer (G) 2x1%"-12x10" 30
009 Concentric Reducer (T) 1lax1”-8x2" 31
013 EccentricReducer (T) 2x1%"-12x10" 31
011 Short Pattern Reduding Tee (G) 30Dx1%" -8x4" 32
012 Short Pattern Reducing Tee (T) 2¥x1”-8x30D" 32
011L Reducing Tee (G) 2Vix1W"-12x10" 33
012L Reducing Tee (T) 2Vix1W"-12x3" 33
015A1 Flange AdaptorClass150 14"-12(32-300mm) 34
015A2 Flange Adaptor Class300 14"-12(32-300mm) 34

015D2 Flange Adaptor PN16 2"-12"(50-300mm) 34
018 Adaptor Nipple (G/G) 1”-12"(25-300mm]} 35
018M Adaptor Nipple (G/T) 1”-12” (25-300mm) 35
019 Hose Nipple 1%"-10"(32-250mm) 35
[J More products refer to “General Catalog”

are standard machined cut groove, it can match
grooved coupling. the selection of fittings is depending
on different pi system.

Total Piping Solution

=




Technology - Quality

Style 002
Short Pattern 90° Elbow

-Service

Style 004
Short Pattern Equal Tee

VISION Grooved fittings

Style 010

Short Pattern Equal Cross

| 002

004 | 010

Publication: 01.09.01EN

ﬁ%@(é@

Pubhcatlon 01.09.03EN

PeoE

CE CE

e

Publication: 01.09.05EN

i
]

Ql
w
9

|
20O
LETED  sHARED usT
FOEEFA ORI
Wt. Wi. Ea Size W, Ea

Inches Inches Inches Lbs. Inches Inches Inches Lbs. Inches Inches Inches Lbs.
mm mm mm ke mm mm mm kg mm mm mm ke
o 2375 2.78 15 2 2375 276 22 & 2375 276 2.5
50 €60.3 70 a7 50 603 70 1.0 50 60.3 70 13
2% 2875 289 24 2% 2875 289 31 2% 2875 299 4.2
65 730 76 s 65 730 76 14 65 730 76 19
30D 3.000 2.99 24 30D 3.000 299 31 30D 3.000 299 4.4
65 26 76 151 65 761 76 14 65 761 76 20
3 3.500 3:39 26 3 3500 3.39 4.0 3 3500 339 Lk
B0 28.9 BB 12 20 289 tiie) 18 &0 &89 26 24
4 4,500 4.02 43 4 4500 4.02 6.8 4 4500 402 821
100 1143 102 232 100 1143 102 = 100 1143 102 37
5%0D 5.500 4.88 79 5%0D 5.500 488 10.6 5%0D 5500 488 12.3
125 1387 124 36 125 1397 124 4.8 125 139.7 124 56
5 5.563 4.88 78 5 5563 4.88 106 5 5563 488 12.3
125 1413 124 36 125 1413 124 48 1Z5 1413 124 56
640D 6.500 551 1435 610D 6.500 551 154 610D 6.500 551 17.8
150 1651 140 5.2 150 155.1 140 7.0 150 155.1 140 2.1
6 6.625 5:51 117 & 6625 551 1:5:0 6 6625 551 181
150 1683 140 b 150 1682 140 T 150 158.3 140 8.2
8 8515 6.81 20.0 8 8515 6.81 30.0 8 8515 681 379
2004 % 2163 173 L 200A% 216.3 173 13.6 2004 % 216.3 173 172
8 8.625 6.81 200 8 8.625 6.81 30.0 B 8625 6.81 37.9
200 2184 173 o TS 200 2191 13 136 200 21853 173 172

ooooooon

LPC refer to page 13 for details.

% JIS Standard

=

Style 002, 004, 010 are short pattern design, Equivalent length please refer to page24.

UL Listed and FM Approved pressure rate of Style 002, 004 and 010 are the same as Style 001coupling, please refer to page 15.
For Style 003 standard 452Elbow, Please refer to page 27. For Style 005 end cap, please refer to page 28.
Less than 2", Style 002L, 004L and 010L standard pattern fittings are recommended to use.

10" and 12", Style 002L, 004L and 010L standard pattern fittings are recommended to use.

Standard pattern fittings are used for Large Scale Fire Protection System in order to reduce the friction loss.
For correct installation, please refer to page 91"General of Installation” and Publication AZ-100-EN “Installation Manual”.
For ONE TIME FIELD TEST ONLY, the Max. Joint working pressure may be increased to 1.5 times the figures shown.

www.sabatam.com
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VISION Grooved fittings

nology - Quality - Service
| 002L | oo4L | o10L

Style 002L Style 004L Style o10L
90° Elbow  Publication: 01.10.01EN Equal Tee Publication: 01.10.03EN Equal Cross Publication: 01.10.05EN
— {}E L

- CE _ o CE & CE _CE__CE_ L BE_ _CE_
A - —1— —
1 w
i : w w c:l 31
o] = ! ! i “
o (%]
: ) ! ! !

Cho4 i o) CLRER ®2 Qe
FAEEFE EREEE R EEEEEE
Lbs

Inches Inches Inches Inches Inches Inches Lbs. Inches Inches Inches Lbs.
mm mm mm ke mm mm mim kg mm mm mm kg
1% 1660 2.76 i € 1% 1.660 2.76 18 14 1.660 2.76 20
32 424 70 0.5 32 434 70 0.7 32 424 70 o2
1% 1.900 2.76 1.3 1% 1.900 2.76 18 1% 1.900 2.76 24
40 483 70 0.6 40 483 7a [ng 40 483 0 11
2 2.375 327 2.0 2 2375 3.27 2.6 2 2,375 327 37
50 603 B3 0.9 50 60.3 a3 1.2 50 (0.3 83 17
2% 2.875 374 3:1 2% 2.875 3.74 42 2% 2.875 3.74 68
65 73.0 85 1.4 65 73.0 95 1.9 65 3.0 95 3
30D 3.000 3.74 31 30D 3.000 374 4.2 30D 3.000 3.74 70
65 761 95 1.4 65 761 35 L 65 76.1 95 32
3 3.500 425 4.0 3 3.500 425 L) 3 3.500 425 10.1
20 889 108 1.8 20 289 108 25 20 28,9 108 16
4 4.500 =i 1.0 4 4.500 5.00 35 4 4.500 5.00 17.2
100 1143 127 3.2 100 1143 127 43 100 1143 127 78

510D 5.500 551 108 510D 5.500 2:51 13.7 50D 5.500 .51 54
125 1397 140 4.9 125 1397 140 5.2 125 139.7 140 11.4
5 5.563 5.51 11.0 5 5.563 5.51 137 5 5.563 551 256
125 i41.3 140 5.0 135 1413 140 6.2 125 1413 140 116

610D 6.500 6.5 154 61400 6500 6.50 205 EM0D 6.500 6.50 377
150 165:1 165 7.0 150 1651 165 9.3 150 165.1 165 TEd
6 6.625 6.5 154 6 6.625 6.50 205 3 6.625 6.50 35.0
150 168.3 163 70 150 168.3 165 S 150 168.3 165 177
2 8.515 TTIE & 264 a 2,515 77648 ize ES 8.515 776 # 703

2004 % 216.3 197 & 12.0 2004 % 2163 197 # 172 2004 % 2163 197 4% 318
8 8.625 7.76 26.4 8 8.625 1.76 379 8 §.625 7.76 70.3
200 218.1 197 12.0 200 2191 197 172 200 24941 197 319
10 10.525 902 & 516 10 10.525 902 & 62.4 10 10525 9024 1033

250/ % 267.4 229 & 234 2504 % 2674 220# 283 250A % 2674 225 # 46.8
10 10.750 9.02 44.1 10 10.750 9.02 61.7 10 10.750 9.02 115.6
250 273.0 229 200 250 2730 229 280 250 272.0 219 52,5
12 12.539 10.00 & 76.9 12 12539 10.00 # 912 12 12539 10.00 # 153.7

30048 % 318.5 254 & 349 3004 % 318.5 254 8 414 3004 % 3185 254 4 69.8
12 12.750 10 27 12 12.750 10.00 881 12 12.750 10.00 169.6
300 3234 254 330 300 3239 254 40:0 300 3234 254 770

Style OD2L, 004L, 010L are standard pattern design, Equivalent length please refer to page24.

UL Listed and FM Approved pressure rate of Style 002L, 004L and 010L are the same as Style 101H coupling, please refer to page 17.
For Style 003 standard 452Elbow, Please refer to page 27. For Style 005 end cap, please refer to page 28.

Standard patter fittings are used for Large Scale Fire Protection System in order to reduce the friction loss.

For correct installation, please refer to page 91"General of Installation” and Publication AZ-100-EN “Installation Manual”.

For ONE TIME FIELD TEST ONLY, the Max. Joint working pressure may be increased to 1.5 times the figures shown.

LPC refer to page 13 for details.

% 15 Standard

# Segmentally Welded Steel.

& Punched Elbow & Mipples Welded.

ooooog

e www.sabatam.com
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Technolo uality - Service ____ VISION Grooved fittings

| 003 | 0031 | 0032 |

Style 003 Style 0031 Style 0032

45° Elbow Publication: 01.10.02EN 22.5° Elbow Publication: 01.10.09EN 11.25° Elbow Publication: 01.10.09EN

& & &J

’ ’ o ’
. . .. M

1 1 | ! =t o
20 ®e0EE ®@ e
EREAENEA EEEAENRE AR

Inches Inches Inches Inches Inches Inches Lbs. Inches Inches Inches Lbs.
mm mm mm kg memn i mm kg mm mm mm kg
14 1.660 173 07 1% 1660 1.73 4 07 1% 1660 138 0.7
32 42.4 44 0.3 32 424 a4 # 03 32 42.4 35 0.3
1% 1.900 173 08 1 1900 173 # 04 1% 1900 138 0.7
40 483 44 0.4 40 483 a4 # 0.4 40 483 35 0.3
2 2375 201 1.3 2 2375 2.01# 13 2 2375 138 0.9
50 60.3 51 0.6 50 803 514 0.6 50 603 35 04
2% 2.875 224 1.8 2V 2875 2.01# 20 2% 2875 1.5 ES
&5 730 57 0.8 h5 730 514 09 65 730 iB8 0.7
30D 3.000 2.24 1.8 30D 3,000 2.01 2.0 30D 3.000 1.5 15
65 76.1 57 0.8 65 761 5 0S8 65 761 38 07
3 3.500 252 22 3 3500 2.24# 29 3 3500 15 2
a0 229 64 1.0 80 889 57 # 313 20 88.9 38 0.9
4 4.500 2.99 4.0 4 4500 287 53 4 4.500 173C 33
100 1143 76 Al 100 1143 73 24 100 1143 44 1.5
510D 5.500 327 57 540D 5.500 2.87# 6.8 5%0D 5500 173 4.2
=ik 139.7 283 2.6 125 1397 738 3.1 125 139.7 A 19
5 5563 3.27 57 5 5563 2.874# 6.8 5 5563 173 4.4
125 1413 &3 2.6 125 1413 R 3 125 1413 44 20
610D 6,500 3.5 3.6 GHOD 6.500 311 9.5 610D 6500 2.01C 6.2
156 165.1 a4 3.9 150 1653 74 a3 150 165.1 =7 i 2.8
b 6.625 3.5 8.8 G 6.625 3114 10.6 (5} 6625 201 64
150 168.3 89 4.0 150 168.3 7ot 4.8 150 1568.3 31 29
8 8515 425 15.9 8 8515 3074 156 8 8515 201 10.1
2004 216.3 108 ok 2004 % 2163 23§ 74 2004 % 2163 51 4.6
8 8.625 4.25 159 g 8625 327 # 15.6 8 8625 201 10.1
200 219:1 108 i 200 2191 B3 # i 200 2191 | 1.6
10 10.525 476 # 29.6 10 10,525 437 # 25.0 10 10.525 213 122
250A 267.4 1218 135 2504 5 267.4 111 # 114 250A% 2674 54 55
10 10.750 476 335 10 10.750 437 238 10 10.750 213 15.2
250 273.0 121 15.2 250 2730 111 10.8 250 273.0 54 6.9
12 12539 524 4% 44.3 12 172.539 48R # 37.5 12 12,539 224 172
3004 31825 133 # 201 3004 4 318 L 124 # 17.0 3004 % 3RS 57 T8
12 12750 5.24 52.6 12 12.750 A8E 359 12 12.750 224 227
300 32349 133 249 200 3739 124 163 300 3239 57 10.3

Style 003, 0031, 032 are standard pattern design, Equivalent length please refer to page24.

UL Listed and FM Approved pressure rate of Style 003, 0031 and 0032 are the same as Style 101H coupling, please refer to page 15.
Standard pattern fittings are used for Large Scale Fire Protection System in order to reduce the friction loss.

For correct installation, please refer to page 91"General of Installation” and Publication AZ-100-EN “Installation Manual”.

For ONE TIME FIELD TEST ONLY, the Max. Jaint working pressure may be increased to 1.5 times the figures shown.

LPC refer to page 13 for details.

% 115 Standard

# Segmentally Welded Stesl.

& Punched Elbow & Nipples Welded.

oooon

’ www.sabatam.com
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Technology - Quality - Se VISION Grooved fittings

- Llua

02D | 006RT | 040 |

Style 002D Style OO6RT Style 040

Drain Elbow End of Run Elbow Standpipe Tee

CE Publication: 01.09.10EN oF Publication: 01.09.09EN

Publication: 01.09.08EN

1 CE1

APFROVED @ HPFROED LISTED
FEOEDDG ENEErFE B
Wt. Ea Wt. Ea Wt. Ea.

Inches Inches Inches Inches Inches  Lbs. Inches Inches Inches Lbs. Inchs. Inchs  Inchs Lbs.
mm mm mm mm mm kg mm mm mm kg mm mm mm kg
2 2375 276 205 1.85 18 Liaxk 189 1.26 0.7 Ax4x2 % 3.27 402 5.5
50 603 70 52 47 L0 33 42 4x21.3 48.0 32 0.3 114.3x114.3x73.0 B3 102 2.5
2% 2875 25859 252 2.09 256 Tlax¥s 2,01 134 07 4x4x30D 327 4032 5.5
b5 730 i) 64 53 152 A42.4%26.07 51.0 34 03 1343%1143x76.1 B3 102 25
30D 3.000 2359 26 203 2.6 1laxl F L 142 0.7 6:0Dx6%0Dx30D 3.27 512 10.8
£5 76.1 76 B6 54 12 42.4%33.4 54.5 36 03 165.1%165.1x76.1 83 130 45
R 3500 339 323 240 31 Llaxks 1.89 138 07 Exbx2 Y 327 B2 11.0
£D 88.9 BB &2 Bl 14 A8.3x21.3 48.0 35 03 168.3%168.3x73 0 &3 130 5.0
4 4500 402 429 2.87 55 iends 2.01 146 09 6x6x30D 3.27 512 11.0
100 1143 102 109 T 25 A8 3X26.7 51.0 3 0.4 168 3x168.3x76.1 83 130 Ly ]
5%0D 5500 488 567 335 81 14x1 215 156 0.9 [ Style 040 Standpipe Tees All are segmently
125 1397 124 144 85 37 48.3x33.4 54.5 39.5 04 welded steel
I ol IR et B0 T SR L dUZE 08 [ Ductile iron casting is available upon request.
1325 1413 124 145 86 337 60.3x21.3 4R.0 35 04 [ UL Listed and FM gppm\;@d is upon request.
6%0D 6500 551 677 3B2 117 2nn 201 1l4e (]
150 1851 | 140 172 97 53 6b.3x26.7 510 37 0.4
6 6625 551 6.85 3.90 119 2x1 2,01 179 09
150 1683 140 174 a9 54 60 3x334 51.0 455 4

8 8.515 681 917 4.84 205
200A% 2163 173 233 123 9.3
8 8625 681 917 4384 205
200 £zt b B i 233 123 (13}

Style 002D is short pattern fitting, For Equivalent length, please refer to page 28.

For larger size of 002D, please contact VISION.

Style 006RT is designed for Sprinkler system only, UL Listed and FM Approved pressure rate
is the same as Style 001 coupling, please refer to page 15.

For correct installation, please refer to page 91"General of Installation” and Publication AZ-100-EN
“Installation Manual”.

For ONE TIME FIELD TEST ONLY, the Max. Joint working pressure may be increased to 1.5 times
the figures shown.

% JIS Standard

O Odd

O
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VISION Grooved fittings

Technology - Quality - S

ar

on | 012

Style o1 Style 012

Short Pattern Reducing Tee (G) Short Pattern Reducing Tee (T)
Publication- 01. 09 06EN Publi-::ation- 01 09 0BEN

R4 OO

T T AT T T YT [ Both Style 011 and Style 012 are short pattern

Inches Inches Lbs. Inches Inches Lbs, fittings, For Equivalent length please refer
mm mm ke i mm kg to page 24.
30Dx1% 2099 29 2%x1 2.98 26 [] UL Listed and FM Appraved pressure rate is
76.1x48.3 76 1.3 73.0x33.7 76 12 the same as Style 001 coupling, for details
30Dx2 299 31 2¥ix1% 2.99 23 please refer to page 15.
76.1%60.3 76 1.4 73.0x42.4 76 13 [ Style 012M (male threaded outlet ) reducing
Nl % 339 35 w1l 2.99 31 Tee is also available. For details please contact
88.9248.3 46 16 73.0x48.3 76 14 VISION.
152 3139 35 300%1 793 33 [J Above 10" size, Style 011L, 012L standard
88 95603 86 16 16.1x33.7 6 15 pattern reducing Tee are recommended to
axlY an2 52 30D%1% 299 313 use. For more size, please refer to General
11431483 102 28 76.1%42 4 76 15 ~ Catalog.
452 402 6.4 30Dx1Y% 299 33 [} For correct installation ,please refer to Page 91
114 34603 102 ) 6. I%48 3 i s “General of installation” and Publication
1x2% 402 64 Ix1% 339 37 AZ-100-EN"Installation Manual”
s | e == s T T ] FOR ONE TIME FIELD TEST ONLY, the Max.
Ax30D 402 64 1t 339 37 Joint Working Pressure may be increased to
1143760 | 102 29 BB.9x48.3 86 17 1.5 times the figures shown
A¥3 an? 66 Ix2 3.39 37 # Segmentally welded steel. Ductile Iron Casting is available
114.3x88.9 102 30 88.9x60.3 BG 17 D“";::ji‘;:f;em oafiria Hamrel Gilcg®
5K2% 4384 13.9 Ix2% 3394 40
141.:3x73.0 124 # 5.3 BE9x73.0 864 18
5x3 1384 14.1 Ix30D 339 4.0
141.3x88.9 1244 6.4 88.0x76.1 26 18
5%0Dx2 551 15.0 ax1% 4,02 7.0
165.1%60.3 140 6.8 114.3x48.3 102 32
6%0Dx30D 551 15.0 4x2 402 70
165,1%76.1 140 6.8 11434603 102 3z
5%0Dx3 551 15.0 Ax2% 4.02 68
165.1x88.9 140 62 114:3x73.0 102 31
6x1% 551 159 4x30D 402 64
16835483 140 72 114.3x761 102 28
6x2 551 16.1 5x2 4884 138
168.3x60.3 140 73 141.3%60.3 124% 63
6x2% 551 16.1 5x2% 488 # 14.1
168.3473.0 140 7.3 1413x73.0 1244 6.4
6x30D 551 16.1 640D%30D 5.51 16.5
168.3x76:1 140 73 165.1%76.1 140 75
633 551 16.1 6x2% 5514 20.5
162 3xRA 9 140 73 1683x730 140 4 93
852 5814 385 6x30D 5514 205
219,1%60.3 173 # 17.5 168.3%761 1404 93
8x2% 5814# 385 8x2 6814 35.2
219.1%73.0 1734 17.5 218.1%603 1730 178
8x3 5.81# 385 8x2% 6814# 39.2
21914889 173 # 175 21915730 1734 I
8x4 681 28.6 8x30D 6314 39.2
219.1x1143 173 13.0 219.1%76.1 1734 17.8

www.sabatam.com
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VISION Grooved fittings

Technology - Quality - Se
015A1 | 015A2 | 015D2

Style O15A1 Style 015A2 Style 015D2

Flange Adaptor Class150 Flange Adaptor Class300 Flange Adaptor PN16
e Publication: 01.12.04EN e Publication: 01.12.04EN P Publication: 01.12.03EN
P i ° I R
. i ) i J {
N-L/a N-L © N-Lia
1 o !

®®©Ce ®0OCe 2 QEE

LETED  wwoE U Ui we U LETED  #m0E U
FONNER EOOnET e
Size \Wt. Ea. Size Wt. Ea. Size Wt. Ea

Inches Inches Inches Inches Inches Lbs. Inches Inches Inches Inches Inches Lbs. Inches Inches Inches Inches Inches Lbs.
mm mm mm mm mm kg Mm mm mm  mm mm kg mm mm  mm  mm mm kg
1% 1.660 2.36 3.50 4-00.63 2.9 1% 1660 236 3.87 40075 48 2 2375 276 492 40071 37
32 42.4 60 889 4-0185 1.3 32 474 60 984 419 2.2 50 603 70 125 4-18 1T
1% 1.900 2.36 3.87 4-00.63 3.7 1% 1800 236 450 4-0091 7.0 00 3000 276 571 8071 53
40 48.3 60 984 4016 VT 40 483 60 1143 4-Q23 32 65 761 | 70 145 B-@1E 24
2 2375 278 475 40075 37 2 2375 278 500 B8-@075 7.9 2 3.500 276 63 80071 59
50 60.3 70 120.7 4-919 T 50 60.3 70 1270 8919 36 a0 2849 70 160 8-018 Fa
2% 2.875 276 550 4-®0.75 9.3 2% 2875 276 587 B8-0091 112 4 4,500 3.15 7.09 B8-00.71 75
65 73.0 70 1397 4-919 4.2 65 730 70 1492 8§-023 54 100 1143 B8O 180  B-018 34
3 3.500 276 6.00 4-©0.75 10.8 3 3500 276 663 B8-0091 148 5x0D 5500 315 827 80071 93
80 889 70 1524 4019 4.9 a0 889 | 70 1683 8023 6.7 125 | 139.7 | 80 (210 | B-018 4.2
4 4500 3.15 7.50 80075 139 4 4500 315 7.87 B8-0091 189 6%0D 6.500 394 945 8091 128
100, 1143 80 1805 8913 8.3 100 1143 8O 2000 B8-023 8.6 150 1651 100 240 8-@I3 58
5 5563 3.15 8.50 8-®0.91 17.0 5 5563 315 925 8-M091 275 6 6.625 394 945 B-M091 128
125 141.3 BO 2159 B-023 7.7 125 1413 80 2350 B-023 125 150 168.3 | 100 | 240 8-023 58
6 6625 3.94 895 B®0.91 212 6 6625 394 1063 12-0091 352 8 8.625 394 1161 12-0091 194
150 168.3. 100 241.3 &8-23 9.6 150 1683 100 26599 13-023 16.0 200 239:1° 100: 295 | I2-023 28
8 8.625 3.94 11.75 8-®0.91 26.5 8 8625 394 1300 12-0102 454 10 10750 394 1398 12-0098 278
200 218.1 100 298.5 8923 12.0 200 2193 100 330.% 12-026 206 250 2730; | 100 355 @ 1X:p25 126
10 10.750 3.94 14.2512-91.02 414 10 10,750 3294 1525 160114 654 12 12,750 3.94 16,14 12-0098 328
250 273.0 100 382 12-026 | 18.8 250 2730 100 33874 16129 =il 300 3239 100 410  12-025 14.9
12 12,750 3.94 17.00 12-91.02 575 12 12750 394 1775 160126 945
300 2323.9 100 431.8 12-926 26.1 3000 | 3239 100 450.8 16-032 | 429

Australia Standard-Table E

[0 UL Listed and FM Approved pressure rate is the same as Style 001 Coupling. mﬂunn
[0 Al:Class 125 or Class 150,A2:Class 300, D2; 16bar. Wt. Ea
[ All Flange Adaptor designed to mate with raised-face flanges,but can supply with flat-face, Inches Inches Inches Inches Inches  Lbs.
[JJ For correct installation ,please refer to Page 91"General of installation” and Publication mm mm . mm. . mm mm kg
AZ-100-EN"Installation Manual” 2 2375 276 449 40071 35
[J FOR ONE TIME FIELD TEST ONLY, the Max. Joint Working Pressure may be increased to 1.5 50 60.3 | 70 114 | 4018 16
times the figures shown. 30D 3000 276 500 4-0071 51

65 761 70 127 | 4-D18 23
3 3.500 2.76 575 40071 57
20 EED 70 146 4-@18 26
4 4500 3.15 7.01 80071 70
100 1143 | 80 178 8-018 3.2
540D 5500 3.15 827 80071 88
125 1397 | 80 210 8-M18 40
640D 6500 354 925 8-0087 121
150 165.1 | 1000 [ 235 | §-022 5.5
6 6.625 394 925 B8-@087 121
150 1683 100 235 8-022 55
8 8625 394 1150 B-QDEB7 185
200 219000 | 1000 (2920 | 6-d22 8.4
10 10,750 394 1402 12-0D87 264
250 273.0- 1000 [ 356 | 12-@22 | 120
12 12750 394 1598 12:01.02 313

. 300 34239 100 406 12026 1432
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Warranty

“= warrant all products to be free from defects in materials and workmanship under normal conditions of use and service. Our obligation under this
waranty s limited to repairing or replacing at our option at our factory any product which shall within one year after delivery to original buyer be
w=rmned with transportation charges prepaid, and which our examination shall show to our satisfaction to have been defective. The returned
“ocucts with defects should be not installed finecargo.

TS WARRANTY IS MADE EXPRESSLY IN LIEU OF ANY OTHER WARRANTIES, EXPRESS OR IMPLIED, INCLUDING ANY IMPLIED WARRANTY
=F MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE. THE BUYER'S SOLE AND EXCLUSIVE REMEDY SHALL BE FOR THE
FEFAIR OR REPLACEMENT OF DEFECTIVE PRODUCTS AS PROVIDED HEREIN. THE BUYER AGREES THAT NO OTHER REMEDY {INCULDING,
ST NOT LIMITED TO, INCIDENTAL OR CONSEQUENTIAL DAMAGES FOR LOST PROFITS, LOST SALES, INJURY TO PERSON OR PROPERTY
% ANY OTHER INCIDENTAL OR CONSEQUENTIAL LOSS) SHALL BE AVAILABLE TO HIM.

~ 50N neither assumes nor authorizes any person to assume for it any other liability In connection with the sales of such products.
“= warranty shall not apply to any product which has been subject to misuse, negligence or accident, which has been repaired or altered in any
==rner outside of VISION's Factory or which has been used in a manner contrary to VISION's instructions or recommendations. VISION shall not be

“=ooasible for delivery error and design error due to inaccurate or incomplete information supplied by Buyer or its representatives.

~ zroducts shall be installed in accordance with current VISION installation/assembly instructions. VISION reserves the right to change products
sse=cications, designs and standard equipment without notice and without incurring obligations.

Fe=se contact VISION for complete information of PRODUCT LIABILITY INSURANCE.
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