TEST - REPORTER

The Weflo Valve Company, Ltd.
specializes in the manufacture of s
valves and fire hydrants for use in the ¢
fire protection industry.

At Weflo, we maintain one of the
industry’s broadest portfolios of
Listings and Approvals for the Fire
Protection Industry,
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®
WEFLO WEFLO VALVE CO., LTD.

MANUFACTURE DECLARATION

WE HEREBY DECLARE THAT THE COMMODITIES WE OFFERED BELOW ARE MADE OF THE BEST
MATERIALS, WITH FIRST CLASS WORKMANSHIP, BRAND-NEW UNUSED AND COMPLY IN ALL
ASPECTS WITH THE QUALITIES, FULL SPECIFICATIONS OF GOODS SHIPPED.THE GUARANTEE
PERIOD SHALL BE 12 MONTHS FROM THE DATE OF THE DELIVERY,FOR ANY MANUFACTURING
DEFECTS.

Order No.: SABAPI20170531 Invoice No.: W\V17V39( Page:1/1
QUANTITIES

ITEM | PARTICULARS SIZE (PCS)
1 UL/ULC/FM DI Body&Disc Wafer Butterfly valve 2" 30
2 UL/ULC/FM DI Body&Disc Wafer Butterfly valve 25" 30
3 UL/ULC/FM DI Body&Disc Wafer Butterfly valve 3¢ 30
4 UL/ULC/FM DI Bodyé&Disc Wafer Butterfly valve 4" 6
5 UL/ULC/FM DI Bodyé&Disc&Bonnet Swing Check Valve 2! 5
& UL/ULC/FM DI Body&Disc&Bonnet Swing Check Valve 2.9% 10
7 UL/ULC/FM DI Body&Disc&Bonnet Swing Check Valve 3" 10
8 UL/JLC/FM DI Body&Disc&Bonnet Swing Check Valve 4" 10
9 UL/ULC CI Body Double Door Check Valve 44
10 UL/ULC CI Body&Cover Y strainer 3" 4
i UL/ULC CI Body&Cover Y strainer 4"
12 UL/ULC/FM: DI.Body OS&Y Resilient Seat Gate Valve 2.5 4
13 UL/ULC/FM: DI.Body OS&Y Resilient Seat Gate Valve 3" 20
14 UL/ULC/FM: DI.Body OS&Y Resilient Seat Gate Valva 4" 20
15 UL/ULC/FM: DI.Body OS&Y Resilient Seat Gate Valvi §" 2
16 UL/ULC/FM: DI.Body OS&Y Resilien_t Seat Gate Valvi 6"

[ 17 UL: DI.Body&Cover Alarm Check Valve 3
18 UL: DI.Body&Cover Alarm Check Valve 4" 8
19 CUL/UL/FM and GOST approved DI Saddle Water Flow Detestor 2 30
20 CULJUL/FM and GOST approved DI Saddle Water-F low Detestor 25" 30
21 CUL/UL/FM and GOST approved DI Saddle Water '-‘lnw Detetor 3" 30
22 CUL/UL/FM and GOST approved DI Saddle Water F"Jc:w Detestor 4" 10

WEFLO VALVE CO., LTD.
Quality Manager

, OCT.17, 2017,
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WEFLO

WEFLO VALVE CO.,, LTD.

INSPECTION CERTIFICATE EN 10204 3.1
MATERIAL TEST REPORT
Customer: SABA TAM SANAT Order No.. | SABAPI20170531 Date: Oct 17,2017
Invoice Mo.: W\V17Vv390 Test No.: MTC17-10-007 Page: 5/11
lte ; ) ) Material Hydrostatic Test
m g Description Class Size Result
No. | (PCs) Body/ Bonnet Body Seat
1 10 UL/ULCIFM DI Body&Disc&Bonnet Swing Check Valve|  300PS| 4 A?gﬂs‘f‘f;’s 42.0bar | 42.0bar | OK
Chemical Composition (%) Mechanical Properties
Item Order Part Heat — I Tersie : ; _
No. No.: Name No. C Si Mn p s Strength Yield Point | Elongation
' (Mpa) (Mpa) %
D170710 3.60 278 0.23 0.038 0.020 505 435 14.0
‘ Body
b n17nat7 Rk 2.7C U.io 0.025 v.uz2 545 485 16.0
SABAPI2 |
1
0170531 D170507 3.67 2.76 0.21 0.042 0.020 500 380 14.0
Bonnet | D170705 3.69 2.63 0.28 0.030 0.021 | 505 390 14.0
D170710 3.60 2.78 0.23 0,038 0.020 505 435 14.0

We hereby certify that items mentioned above have been tested and
requirements. The guarantee period shall be 12 months from the date of

Validated by quality manager ij y) i itan

inspected in our presence and are found to be in accordance with the

the delivery, for any manufacturing defects.

drawings, specification and satisfy the
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®
wEFLa WEFLO VALVE CO., LTD.

INSPECTION CERTIFICATE EN 10204 3.1
MATERIAL TEST REPORT
Customer: SABA TAM SANAT Order No.: SABAPI20170531 Date: ‘ Oct. 17,2017
Invoice No.: | Wv17v390 Test No.: MTC17-10-007 Page: 31
Item Q't Wiy ) Material Hydrostatic Test
y Description Class | Size | 4 Result
No. | (PCS) Body/ Bonnet Body Seat
1 5 UL/ULC/FM DI Body&Disc&Bonnet Swing Check Valve 300PsI 2" ASTM A536 42.0bar | 42.0bar OK
2 10 UL/ULC/FM DI Body&Disc&Bonnet Swing Check Valve 300PSI 2.5" 65-45-12 42.0bar | 420bar | OK
Chemical Composition (%) Mechanical Properties
Iltem Order Part Heat Tensile - ;
No. No.- Name No. c si Mn p s Strength Yield Point | Elongation
; (Mpa) (Mpa) %
Body D170901 363 275 0.22 0.031 0.023 565 525 15.0
1 o D170310 3.69 279 0.22 0.042 0.021 525 420 13.0
onne 1 |
N170802 aze | 278 o3 0.027 0024 | 850 430 14.0
SABAPI2 i Body D170820 3.64 277 0.29 0.035 0.021 500 420 15.0
0170531 D170710 3.60 2.78 0.23 0.036 0.020 505 435 14.0
2 D170503 3.76 2.78 0.29 0.021 0.024 550 430 14.0
Bonnet
D160101 3.64 2.78 0.29 0.039 0.018 500 410 14.0
D161210 3.61 2.75 0.18 0.024 0.022 530 500 14.0

We hereby certify that items mentiohed above have been tested and inspected in our presence and are found lo be in accordance with the drawings, specification and satisfy the
requirements. The guarantee-period shall ba 12 months from the date of the delivery, for any manufacturing defects.

Validated by quality manager ij Z'{uﬁ LR
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WEFLO

WEFLO VALVE CO., LTD.

INSPECTION CERTIFICATE EN 10204 3.1
MATERIAL TEST REPORT
Customer: | SABA TAM SANAT Order No.: | SABAPI20170531 Date: | Oct 17,2017
B\mice No.. | WV17V390 Test No.: MTC17-10-007 Page: [ 2111
ltem Q'ty Description Cliss Size I_ Material Hydrostatic Test R esult—‘
No (PCS) Body Body Seat
1 30 UL/ULC/FM DI Body&Disc Water Butterfly valve| 300PS| 3" ASTM A536 65-45-12 42 Obar 42.0bar 0K
. 2 6 UL/ULC/FM DI Body&Disc Wafer Butterfly valve|  300PS| 4" 42.0bar 42.0bar OK
Chemical Composition (%) Mechanical Properties
Item Crder Fan Heat Tensile ) ] s
No. No.- Name No. C si Mn p s Strength Yield Point | Elongation
i 4 (Mpa) () "
170513 3.84 2.61 0.25 0.030 0.008 502 440 12.6
170402 3.66 2.67 0.18 0.017 0.015 538 456 17.2
170507 3.77 273 0.28 0.019 0.01 517 460 17.0
170401 3.67 2.77 0.28 0.038 0.013 555 440 15.0
170407 3.65 2.60 0.24 0034 nn1 510 450 3.0
1 | SABAPIZ | Body 170404 3.61 284 0.18 0.033 0.010 525 415 17.0
0170531 170515 368 2.71 0.28 0.039 0.013 515 420 16.8
170509 3.71 2.60 0.18 0.015 0.019 503 454 12.5
170707 370 2,65 027 0.038 0.016 500 457 14.0
171019 366 270 0.18 0.020 0.013 510 440 13.5
170508 3.72 2.65 0.27 0.015 0.008 536 455 15.0
2 Body | .. 170830 3.76 278 0.25 0.033 0.008 530 436 13.0

We hereby certify that items menfioned above have been tested and inspected in our
requirements. The guarantee periad shall be 12 months from the date of the delivery, for a

Validated by quality manager ij Zij ;M

presence and are found to be in accordance with the drawings, specification and satisfy the
ny manufacturing defects,
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®
wEFL a WEFLO VALVE CO., LTD.

INSPECTION CERTIFICATE EN 10204 3.1
MATERIAL TEST REPORT
Customer: SABA TAM SANAT Order No.: SABAPI20170531 Date: | Oct. 17,2017
| Invoice No.: | wv17v3g0 Test No.: MTC17-10-007 Page: | 1111
Item Q'ty - ; Material Hydrostatic Test
R
Mo, (PCS) Description Class Size Body Body Seat ol
1 30 UL/ULC/FM DI Body&Disc Wafer Butterfly valve |  300PSI 2 42 Obar 42.0bar OK
- — ASTM A536 65-45-12 ——
2 30 ULULC/FM DI Body&Disc Wafer Butterfly valve| 300PSI | 25" 42 Obar 42 Obar OK
Chemical Composition (%) Mechanical Properties
Item Order Part Heat T Tendile - ) )
No. No.: Name No. c si M p s Strength Yield Point Elon‘?atlon
(Mpa) (Mpa) Yo
[ 170710 3.65 2.69 0.27 0.018 0014 | 525 480 13.0
170517 3.72 2.62 n.29 0.030 0.009 520 440 16.0
170621 3.68 271 0.16 0.029 0.016 512 430 13.5
1 Body 170117 3.68 2.60 0.18 0.027 0.018 528 448 135 |
SABAPI2 170410 3.64 2.79 0.19 0.036 0.007 540 450 18.0 |
0170531 170317 .13 2.64 0.24 0.028 0.009 538 430 15.0
170107 3.75 2.60 0.19 0.017 0.016 515 465 13.0
170708 3.61 2.61 0.21 0.016 0.016 509 408 15.0
2 Bod 170414 3.66 2.76 0.25 0.023 0.008 52; 425 16.0
4 | 170417 3.69 2.76 0.20 0.019 0.015 530 400 16.0
1705817 3.72 262 0.29 0.030 0.009 520 | 440 16.0

We hereby certify that items mentioned-above. have been lested and inspected in our presence and are found to be in accordance vath the drawings, specification and satisfy the
requirements. The guarantee period -spéll be'12 months from the date ofthe delivery, for any manufacturing defects.

Validated by qualfty manager WMj :( ‘iM
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®  WEFLO VALVE CO., LTD.
WEFL a INSPECTION CERTIFICATE

EN 10204 3.1
MATERIAL TEST REPORT
Customer: SABA TAM SANAT Order No.: SABAPI20170531 Date: Oct. 17,2017
lﬂvoioe No.: WWV1T7V380 Test No.: MTCA7-10-007 Page: 411
It ¢ B ) Material Hydrostatic Test
=i =y Description Class Size Result
No. (PCS) Body/ Bonnet Body Seat
1 10 UL/ULC/FM DI Body&Disc&Bonnet Swing Check Valve|  300PS 3 “ﬁsﬂs”}fgs 420bar | 420bar | OK
Chemical Compasition (%) Mechanical Properties
ltem Order Part Heat Tensiie ]
No. No.: Name - No. G Si Mn p s Strength well\?'l Point Einniatlon .
S A (Mp2) (Mpa)
170722 3.64 266 0.16 0.036 0.025 555 435 15.0
Body
170720 2/5 202 0.30 G.G3G G.OZ 10 580 46U 13.5
170714 376 2.69 0.27 0.031 0.023 500 460 12.5
SABAPI2
1 0170531 D170703 3e2 2.77 0.19 0.040 0.017 585 480 13.0
Bonnet D170503 3.76 2.78 0.29 0.021 0.024 550 430 14.0
170712 366 2.61 0.30 0.033 0.022 590 470 13.5
D1 70527 3.62 2.77 0.25 0.032 0.022 545 430 13.0

We hereby certify that items mentioned above. have been tested and inspected in our presence and are found to be in accordance with the drawings. specification and satisfy the
requirements. The guarantee period shall be'12 months from the date of the delivery, for any manufacturing defects.

Validated by quality manager Wwﬂ z{Mj‘[m
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®  WEFLO VALVE CO., LTD.
WEFL a INSPECTION CERTIFICATE

EN 10204 3.1
MATERIAL TEST REPORT
Customer; | SABATAM SANAT Order No.: SABAPI20170531 Date: Oct. 17,2017
Invoice No.: f WV17V380 Test No.: MTC17-10-007 Page: 6/11
Item ’ s . Material Hydrostatic Test —‘
Qy Description Class Size Result
No. (PCS) Body/ Bonnet Body Seat
1 5 UL/ULC CI Body Double Door Check Valve 175PsI 4" 24 5bar 24 5bar OK
2 4 ULMULC CI Body&Cover Y strainer 175PS| - ASTMA126-B 24 5Sbar N/A OK
3 4 ULMILC Cl Body&Cover Y strainer 175PSI 4" 24 Shar N/A OK
| Chemical Composition (%) Mechanical Properties
Iltem Order Part Heat I Tensiie
No. No.: Name No. c | Si Win p s Strength Yi?h F;L‘).‘i it Eion‘;:.){!auw
s ) (Mpa) e
; e 170418 | 3.12 1.64 0.87 0.054 0.032 260 7Y NIA,
= 170311 3.10 1.78 0.88 0.038 0.042 280 N/A N/A
Body 20130621 3.11 1.71 0.81 0.041 0.049 265 NFA N/A
2 SABAPI2
0170531 Bonnet 170308 3.05 1.62 0.9 0.033 0.025 270 N/A NFA
Body 20170315 3.03 1.62 0.87 0.058 0.025 265 NFA N/A
3 B ¢ 170605 3.09 1.67 0.87 0.040 0.045 270 N/A MNFA
onne
170105 3.12 1.72 0.83 0.037 0.022 275 NIA N/A

We hereby certify that items menfioned above have been tested and inspected in our presence and are found ta be in accordance with the drawings, specification and satisfy the
requirements. The guaraniee period shall be 12 months from the date of the delivery, for any manufacturing defects.

Validated by quality managsr-wahj M}M
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WEFLO

WEFLO VALVE CO., LTD.

INSPECTION CERTIFICATE EN 10204 3.1
MATERIAL TEST REPORT
Customer: SABA TAM SANAT Order No.: SABAFI20170531 Date: Oct 17,2017
Invoice No.: WVATV300 Test No.: MTC17-10-007 Page: 7M1
’ Material Hydrostatic Test
(tem Sty Description Class | Size Result
No. (PCS) Body/Bonnet Body Seat
1 4 UL/ULC/FM: DI.Body OS&Y Resilient Seat Gate Valve| 300PS| 25 42.0bar 32 0bar OK
ASTM A536 65-45-12
2 20 UL/ULCIFM: DI.Body OS&Y Resilient Seat Gate Valve 300PSI i 42.0bar 32 0bar OK
L Chemical Composition (%) Mechanical Properties
ltem | Order Part Heat Tersi = -
No. N Name No. c si Mn p s Strength Yield Point Elcn;_; ation
(Mpa) (pa) i
LOG01 3.68 2.60 0.18 0.027 0.018 531 422 145
Body [—

1 La742 388 275 0.23 0.037 0.023 510 450 14.0
saBapl2 | Bonnet | E170816 3.66 272 0.24 0.025 0.016 560 435 143
0170531 | Bogy | 170613 3.69 277 0.21 0.037 0.023 525 420 14.0

2 170523 3.61 278 0.29 0.024 0.010 501 454 16.5

Bonnet —
170613 3.69 2.77 0.21 0.037 0.023 525 420 14.0

We hereby certify that items mentionged) _al?:aye-have been tested and inspected
reguirements, The guarantee perind: shall be 12 months from the date of the defive

Validated by quality manager WMJ Zr{ujfm

www.sabatam.com <&~ rftrwg';x:/;’

ry, for any manufacturing defects,

in our presence and are found to be in accordance with the drawings, specification and

satisfy the
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®
WEFL a WEFLO VALVE CO., LTD.

INSPECTION CERTIFICATE EN 10204 3.1
MATERIAL TEST REPORT
Customer: SABA TAM SANAT Order No.: SABAPI20170531 Date: ‘ Oct. 17,2017
Invoice No.: | WV17v3go Test No.: MTC17-10-007 Page: | 811
IL? (Sog) Description Class | Size E:::::;:_Iar:et Bt:;;irostahc 1::; Result
1 20 UL/ULC/FM: DI.Body OS&Y Resilient Seat Gate Valve 300PSI 4" ASTM A536 65-45-12 42 Obar 32. Dbér OK
2 2 UL/ULC/FM: DI.Body OS&Y Resilient Seat Gate Valve| 300PSI 5" ASTM A536 65-45-12 42 Obar 32.0bar OK
3 2 UL/ULC/FM: DI.Body OS&Y Resilient Seat Gate Valve| 300PSI 6" ASTM A536 65-45-12 42.0bar 32.0bar OK
Chemical Composition (%) Mechanical Properties
ltom |  Order pan Heat ) ] Tensile e =
No. Ne.: | Name No. o Si Mn P s Strength Yield Point Elungatlon
(Mpa) | il %
170610 388 2.88 0.27 0.010 0.014 540 485 15.0
’ Body 170708 3.61 2 61 0.21 0.016 0.016 509 408 15.0
170817 |  3mR 278 243 8.016 0.0ia 520 480 14.0
SABAPI2 Bonnet 170726 3.75 2.7 0.24 ' 0.035 0.016 542 417 16.5
2 0170531 Body 0629 3.72 2.73 0.22 0.017 0.008 508 406 16.0
Bonnet D170806 3.61 272 0.16 0.023 0.022 530 496 13.0
Body 170815 3.67 2.75 0.26 0.019 0.009 595 565 135
3 — 170622 3.74 2.71 0.22 0.025 0.016 549 454 15.0
170811 3.77 2.72 0.21 0.022 0.008 526 458 17.0

We hereby ceriify that items menﬁonegl'_'a’t_’:qy; have been tested and inspected in our presence and are found to be in accordance with the drawings, specification and satisfy the
requirements. The guarantee period shall be 12 monihs from the date of the delivery, for any manufacturing defects.

Validated by quality manager w“'j ZAMJ\fM
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WEFLO

WEFLO VALVE CO., LTD.

INSPECTION CERTIFICATE EN 10204 3.1
MATERIAL TEST REPORT
Customer: SABATAM SANAT Order No,: SABAPI20170531 Date: Oct. 17,2017
Invoice No.: WV17V390 Test No.: MTC17-10-007 Page: 911
'Tem Q'ty sy ) Material Hydrostatic Test
Description Class | Size Result
No. (PCS) Body/Bonnet Body Seat
1 4 UL: DI.Body&Cover Alarm Check Valve 300P3I1 3" 42 0bar 42 Obar OK
ASTM A536 65-45-12
2 B UL: DI.Body&Cover Alarm Check Valve 300PS) 4" 42 Obar 42 Obar OK
Chemical Composition (%) Mechanical Properties
Item Order Part Heat | Tensile _
No. No.: Name Ne. c Si Mn P s Strength Yield Paint | 'Elongation
(Mpa) (R *
Body 20170103 3.61 274 0.24 0.032 0.020 500 390 13.0
1
| SABAPI2 Bonnet | 20170103 3.61 274 0.24 0.032 0.020 500 390 13.0
1705
7053 | pogy | 170815 3.67 275 0.26 0.019 0.009 595 565 135
2
Bannet 170410 3.64 279 0.19 0.036 0.007 540 450 13.0

We hereby certify that items mentioned above _have been tested and inspected in our presence and are found to be in accordance with the

requirements. The guarantee period shall be'12 moriths from the date of the delivery, for any manufacturing defects,

Validated by quality manager ‘W'mj" : ZM]M

drawings, specification and satisfy the
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®
WEFL a WEFLO VALVE CO., LTD.

INSPECTION CERTIFICATE EN 10204 3.1
MATERIAL TEST REPORT
Customer: SABA TAM SANAT Order No.: SABAPI20170531 Date: Oct 17,2017 ]
| Invoice No.: | Ww17V390 Test No.: MTC17-10-007 Page: 1011
ltem | Q'ty o : Material Hydrostatic Test
e n lass Siz Result
No. | (PCS) gk G e Saddle Test Pressure Duration(s) il
1 30 450PsI 2 ASTM A536 65-45-12 62.0bar B0s OK
2 30 CUL/ULIFM and GOST approved 450PSI 2.5" ASTM A536 65-45-12 62.0bar 60s oK
3 30 DI Saddle Water Flow Detector 450PS| 3" ASTM A536 65-45-12 82.0bar 60s OK
4 10 450PS| 4" ASTM A536 65-45-12 62.0bar G0s OK
~ Chemical Composition (%) Mechanical Properties
Htem Order Part Heat Tt Vield | X
. . 1sriane t
No. Mo. MNaine No. Si Mn P S Strength Paint Elon;qa jon
(Mpa) (Mpa) %
i Saddie 170803 3.61 2.62 0.29 0.021 0.016 525 475 155
2 | SABA | saddle 170803 361 262 0.29 0.021 0,016 525 475 15.5
PI2017 —
3 | ps31 | Saddie 170803 361 2.62 0.29 0.021 0.016 525 475 15.5
4 Saddie 170803 3.61 262 0.29 | 0.021 0.018 525 475 15.5

We hereby cerlify that items mentioned- above-have been tested and inspected in our presence and are found to be in accordance with the drawings, specification and satisfy the
requirements. The guarantee period shall be 12 fmonths from the date of the delivery, for any manufacturing defects.

Validated by quality manager Wa"‘ﬂ ij.cj' (oo
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WEFLO

WEFLO VALVE CO., LTD.
INSPECTION CERTIFICATE

EN 10204 3.1
MATERIAL TEST REPORT
Customer: SABATAM SANAT Order No.: SABAPI20170531 Date: Oct. 17,2017
Invoice Mo.: WWV17V380 Test No.: MTC17-10-007 Page: 1111
Sensitivity Test Time-delay Test | Withstanding Voltage Test
Ite g - :
i Sty Description Class | Size Resuit
No. | (PCS) Alarm Selected - e
flow(L/Min) pressure A (bar)
. 15-37.8 errors+50%, 1000V alternating current
L “ Ll 8 (0.9-2.27 m%s) HERHR0PS and =90s or 1414V direct current Qe
: " 15-37.8 errorsx50%, 1000V alternating current
2 30 CUL/ULF and GOST | 450PSI 2.5 (0.9:2.27 m¥s) 20PSI-450PSI ———— oF 1414V diract current OK
e e approved Di Saddle =
Water Flow Detector " 15-37.8 eIrorst50%, 1000V alternating current
3 30 450PS| 3 (0.9-2.27 m¥s) 20P3I-450PS| ol ar 144N diract Sl OK
5 15-37.8 errorst50%, 1000V alternating current
“ 10 450PSI (0.9-2.27 mls) 20PS1-450PSI and-sbita or 1414V direct cument oK
We hereby certify thal items mentioned above have been tested and inspected in our

requirements. The guarantee period shall bé 12 manths from the date of the delivery,

Validated by quality manager \Wimd Zhang e |
g

presence and are found to be in accordance with the drawings, specification and satisfy the
for any manufaciuring defects.
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