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Alarm Check Valve, Vertical Trim
Flange Ends, 300PSI

FIG-F1511-300
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See General Information for Valves, Alarm

WEFLO VALVE CO LTD EX15915
Intersection of Huadong Rd and Chunyang Rd

Qingdao National High-tech Industrial Development Zone

QINGDAO, SHANDONG 266111 CHINA

Alarm valve, Models F1511-300, F1512-300, F1522-300, 3, 4, 6 and 8 in. size for vertical installation only, may be
provided with Model RC-1 retard chamber and Model WMA-1 water motor gong
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been manufactured under UL’ s Follow-Up Service. Only those products bearing the UL Mark should be considered to be
Certified and covered under UL’ s Follow-Up Service. Always look for the Mark on the product.

UL permits the reproduction of the material contained in the Online Certification Directory subject to the following
conditions: 1. The Guide Information, Assemblies, Constructions, Designs, Systems, and/or Certifications (files) must be
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WEFLO VALVE COMPANY LTD.

Specifications

e Valve must be installed in vertical position with the trim as shown.
Any deviation may affect the proper operation of the valve.
e Flange designed to EN1092-2 PN10/16, ANSI B16.1 Class 125 or
BS10 Table D/E (Other types available on request).
e UL/ULC listed and GOST Certification .
e Working pressure:
Cold water, 300PSI,
200PSI or 250PSI available on request.
e Corrosion protection:
Internally and externally fusion bonded epoxy powder coated (FBE).
Note:
Design and material are subject to change without notice.
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Alarm Check Valve, Vertical Trim
Flange Ends, 300PSI

FIG-F1511-300

Material Specifications

No. Part Name Material ASTM Spec.
1 Body Ductile Iron A536 65-45-12
2 Cover Ductile Iron A536 65-45-12
3 Gasket Rubber EPDM
4 Bolt Carbon Steel A307B
5 Stem Stainless Steel AlSI 304
6 Spring Stainless Steel AlSI| 304
7 Disc Ductile Iron A536 65-45-12
8 Disc Ring Rubber EPDM
9 Seat Bronze B62 C83600
10 Retainer Brass B16 C36000
11 Bolt Stainless Steel A2-70

Schematic
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Dimensions (mm)
Size 80 100 150 200
L 257 270 340 432
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WEFLO VALVE COMPANY LTD.

Alarm Check Valve, Vertical Trim
Flange Ends, 300PSI

FIG-F1511-300
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Alarm Check Valve, Vertical Trim
Flange End, 300PSI

FIG-F1511-300

Normally Closed

Normally Open ®
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Part No. Specification Material
1 Valve See Above
2 Pipe Fitting AlISI 304
3 1/2”Union AlS| 304
4 Pipe Fitting AlS| 304
5 1/2"X1/2"x1/2"Tee |ASTM B16 C36000
6 1/2”M-1/4"F Nipple |ASTM B16 C36000
7 Pipe Fitting AlS| 304
8 1/4” Ball Valve ASTM B16 C36000
9 Pipe Fitting AlS| 304
10 1/4” 90° Elbow ASTM B16 C36000
1" Pressure Gage
12 Pipe Fitting AlS| 304
13 1/2”Check Valve ASTM B16 C36000
14 Pipe Fitting AlSI 304
15 Pipe Fitting AlS| 304
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