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Y-Strainer
Flanged Ends, 175PSI

FIG-F0511-175

+ NPT or BSPT blowoff outlet on cover. Blowoff outlets are finished
with plugs.

« Screens are perforated 304 stainless steel with spot welded seam.

+ Recessed seat in body assures accurale screen alignment.

« Flanges to ANS| B16. 1 Class125 (Other types available upon
request) .

+ UL Listed.

* 175PSI.

e -10°C to 120°C.

« Internally and externally spray-painted or fusion bonded epoxy
powder coated (FBE).

Notes:
Design and material are subject to change without notice.

Component Material
Body Cast Iron ASTM A126 Class B
Cover Cast lron ASTM A126 Class B
Screen Stainless Steel AISI 304
Gasket PTFE/Graphite
Plug Ductile Iron ASTM A536 Gr. 65-45-12

Size (mm/inch) Hole Dia. (mm) Free Flow Area(%)
85(2-1/27) 3 53. 6
80-125(3"-5") 4.3 46.3
150-250(6"-10") 6.0 54.5
300(127) 6.3 57.2

A B
Size o e = s Plug Size (NPT Thread) Weight (kg)
65mm/2-1/2" 273 10-3/4 135 5-5/16 1* 14
80mm/3” 285 11-5/8 215 8-1/2 1" T8
100mm/4” 352 13-7/8 245 9-5/8 1" 32
126mm/5” 416 16-3/8 295 11-5/8 1-1/47 41. 5
150mm/6” 470 18-1/2 320 12-5/8 1-1/2" 62. 5
200mm/8" 543 21-3/8 415 16-3/8 1-1/2° 107. 5
250mm/ 10" 660 26 485 19-1/8 2" 175
300mm/ 12" 770 30-5/186 560 22-1/16 - 253
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HLCV.EX16119
Strainers, Pipeline
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Strainers, Pipeline

See G Iinfonmationforstrainars Pigek

WEFLO VALVE CO LTD EX16119
Intersection of Huadong Rd and Chunyang Rd

Qingdao National High-tech Industrial Development Zone

QINGDAO, SHANDONG 266111 CHINA

Strainers, basket type, Model F1411-200 in the 3, 4,5, 6, 8, 10 and 12 in. sizes for rated working pressure of 200
psi.

Loss of head will approximate 3.2 psifor the 3 in. size at 346 GPM, 3.5 psi for the 4 in. size at 595 GPM, 3.6 psi for
the 5in. size at 937 GPM, 4.6 psi for the 6 in. size at 1350 GPM, 4.2 psi for the 8 in. size at 2375 GPM, 3.8 psi for
the 10 in. size at 3750 GPM, 5.0 psifor the 12 in. size at 5233 GPM.

Strainers, pipe line "Y" type, grooved end Model F0522-175 in the 2-1/2, 3, 4, 5, 6, 8, 10 and 12 in. sizes for rated
pressure of 175 psig and flanged end Model F0511-175in 2-1/2, 3, 4, 5,6, 8,10 and 12 in. for pressure of 175

psig.
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When the UL Leaf Mark is on the product, or when the word "Environment” is included in the UL Mark, please
search the UL Environment database for additional information regarding this product's certification.

The appearance of a company's name or product in this database does not in itself assure that products so
identified have been manufactured under UL's Follow-Up Service. Only those products bearing the UL Mark should
be considered to be Certified and covered under UL's Follow-Up Service. Always look for the Mark on the product.

UL permits the reproduction of the material contained in the Online Certification Directory subject to the following
conditions: 1. The Guide Information, Assemblies, Constructions, Desians, Systems, and/or Certifications (files) must
be presented in their entirety and in a non-misleading manner, without any manipulation of the data (or drawings).
2. The statement "Reprinted from the Online Certifications Directory with permission from UL" must appear adjacent
to the extracted material. In addition, the reprinted material must include a copyright notice in the following format:
"© 2015 UL LLC".
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